EYEGLASS MANUFACTURING METHOD USIN& vMlABMmtMfi ' * «- « ^ U n S- U nf! 

Andreas W. Dreher 
AppLNo.: 10/044.304 Atty Docket: OPH.004A 



FIG 2 




EYEGLASS MANUFACTURING METHOD USIN&VAMAMhk fimEXLS *■ ff „ O O ~ iS O 

LAYER 
Andreas W. Dreher 
AppLNo.: 10/044,304 Atty Docket: OPH.004A 




EYEGLASS MANUFACTURING METHOD USmd^j&OMMM)E^^ H * 13 SJ Hi. (J irf! 

Andreas W. Dreher 
AppL No.: 10/044.304 Atty Docket: OPH.004A 



FIG. 4 



«ty . a .... 



\ 



v vr.i 




EYEGLASS MANUFACTURING METHOD USIN&VkMlBlE MDEXl J " I .* I ill fa O *■ i O 

Andreas W. Dreher 
ApplNo,: 10/044,304 Atty Docket: OPH.004A 



Fl G. 5 A 




EYEGLASS MANUFACTURING METHOD USmGVASt&Bm IN&EX I J tfffc U HI Ci! air • X 

LAYER 

Andreas W. Dreher <> • + * 




o 



EYEGLASS MANUFACTURING METHOD USING ^ARIABLE 1 INDE& 

LAYER 
Andreas W. Dreher 
Appl.No.: 10/044,304 Atty Docket: OPH.004A 



FIG. 12 



Image patient's eye in 

order to determine 
wavefront prescription 



Select f i 
an 

Select sec 


r — ■ * 

rst lens 

d 

iond lens 







Coat one side of f irst 
lens with epoxy and 
place second lens on 
coated surface such that 



epoxy is sandwiched in 
between two lenses. 



[Cure epoxy to match 
wavefront prescription 



